





TELE-salellie Worlg "eseskaagns

ioctobe 2040

www.TELE-salellite.com — 10-11/2010 — TELE-salellite — Global Digital TV Magazine 27



Channel Power [dBuY]

SKB60-PWT19 Compared with a Competitor Product
Hotbird 13E Vertical Polarization

500 11600 11700 11800 11900 12000 12100
Satellite Transponder Frequenecy [MHz]

& Competitor @=SkE0-PWT19

SK80-PWT 19 Compared with a Competitor Product
Hotbird 13E Vertical Polarization

10600 10700 10800 10900 11000 11100 11200 11300 11400 11500 11600 11700 11800 11900 12000 12100 12200 12300 12400 12500 12600 12700 12800 12900

Satellite Transponder Frequency [NHz]

B Competitor = SKB0-PWT19

SK60-PWT19 Compared with a Competitor Product
Hotbird 13E Horizontal Polarization

90 11300 11400 11500 11800 11700 11800 11900 12000 12

Satellite Transponder Frequency [MHz]

B Competitor == SKE0-PWT 19

SK60-PWT19 Compared with a Competitor Product

Hotbird 13E Horizontal Polarization

00 11800 11700 11800 11900 12000 12
Satellite Transponder Frequency [MHZ]

o C o pti YT 19

TELE-satellite — lo-11/2010

bilir; glinkl antenin diregin
tepesinde durmasi gerekir.
Yani ayni diregi hem uydu
hem karasal anten igin kul-

lanmayi disinltyorsaniz
bunu bir kez daha godzden
gecirmelisiniz. Genellikle

uydu anteni asadi ve karasal
yagi anteni de yukari monte
edilir ki rizgarin direk utze-
rindeki etkisini minimize
etsin.

Anten kutusundan g¢ikan
semalarda montajin iki degi-
sik sekilde vyapilabilecegi
gorilayor: Biri normal LNB
kolunun yansiticinin altinda
oldugu birinci yontem (30-
90° arasi elevasyon) ve
kolun vyansiticinin Ustune
takildigi (0-40° arasi ele-

vasyon) ikinci yoéntem.
Fotograflarda her ikisini de
gorlyorsunuz. “yukariya

montaj” yéntemi biraz tuhaf
gérunlyor, ama eder uydu
elevasyonunuz 0-40° ara-
sindaysa gayet dizgln cgali-
siyor.

Yine de 30-40° arasi
uydularda geleneksel yon-
temi kullanmak daha man-
tikl; gunklU yansitici daha
dikey ve bu nedenle Ulze-
rinde yagmur, kar veya toz
birikme riski daha az. Ancak,
komsularinizda merak uyan-
dirmaktan ve onlarin ilgisini
cekmekten hoslanan biriy-
seniz bu yontemi tercih
etmenizde bir sakinca yok.

SVEC, size antenin ote-
sinde bukumlld bir ayak da
veriyor. Bu ayakla anteni
ister gatiya ya da isterse-
niz duvara monte edebilirsi-
niz. ilging olan bunun yatay
veya dikey bir ylzey olma-
sina gerek olmamasi. 0 ile
90° arasinda istediginiz gibi
ayar yapabildiginiz igin ihti-
yaciniz olan tek sey anteni
oturtabilecediniz kati bir
ylizey sadece.

Testimizde biz kendi
dikey diredimizi kullandik.
Once 60 santimlik baska
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bir offset anteni olgtikten
sonra SK60-PW19'u monte
ettik. Grafikler her seyi
gayet guzel anlatiyor. SVEC
anten son derece iyi bir
performans gosterdi. Yakla-

+
Cok iyi iggilik

0-90 arasinda genis elevasyon aralig:
Elevasyon ve azimut rahat ve diizgiin ayarlana-

biliyor
Saglam tasarim

Miikemmel geometri=yiiksek kazang
Duvar/gati montaji icin destek kolu

stk 1 dBpV rakip antenden
daha kuvvetli bir sinyal elde
ettik. Sonug olarak SVEC
anten geometrisinden her
seyin mikemmel oldugunu
rahathkla sdyleyebiliriz.

Jacek Pawlowski
TELE-satellite
Test Center
Poland

Diregin ucuna monte edilmek lizere tasarlanmis olmasi
biraz kisitlayici bir unsur
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TECHNICAL
DATA

Manufacturer Sichuan Video Electronic Co., Ltd.
Web page www.svec.com.cn
Email svec@china.com

Fax +86-028-87838898
Model SK60-PWT19
Description Offset Dish for Ku-Band
Dimensions 60 x 66 cm

Offset angle 25.36°

Ku-band Gain @ 12.5GHz 35.3dB

F/D ratio 0.58

Focus length 32.4cm

Mounting type

Pole and wall mount

Material

Steel

Finish

Polyester powder coating with light gray color

Elevation alignment

0~40° and 30~90°

Resistance to wind

60 m/sec

B SVEC 60 cm anten paketinden ¢ikan malzemeler.
Tiim parcgalar kolayca birbirine monte edilebiliyor
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Mikrodalga odasinda 11.h GHz ve 3.05 bant genisliginde B
ug saha testi. Grafikte birinci tarafta -30.0 dB bir bombe
goriliyor. SVEC’in offset anteni gergekten yiiksek kazangh

bir model.

Tuz-Piiskiirtme Test

Raporu

Bu test SVEC anteninin 700 saat (1 ay) tuz pliskiirtme®
sonrasinda bile bozulmadigini géstermektedir.

Bu mitkemmel sonug¢ SVEC antenlerini rakiplerinin
ulagamayacagi bir yere ¢ikariyor. SVEC kaplamasi bu
antenlerin 6mriinii miithis uzatiyor.
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Test Report

No TW1025411

Name of Product DBO32-3

Ent: ting Corporation ‘\thnlw_\"f:htHl‘.l(u”l‘-!_’_&' i Lt
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- i 41 5 T 35T /
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} Quality 54 %ﬁsﬁ% esting Center for Paint
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Testing ELT*N@ Changzhou
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paint & Cod
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National Quality Supervision Testing Center for Paint

No. TW10254Y1

T

est Report

5 Total:l Pageil
-
Name of No. of Sample TW10254
s DB032-3J1.3 (Grey Sandy Texture) s e o=
Product Trademark £
| Entrusting Date s Rk
Manufacturer | AkzoNohel Powder Coatings (Chengdu) Co., Ltd. enotis

A s/ing Date

March 5, 2010

Description

Of Sample entrusting corporation is grey and flat.
Basis of HG/T 2006-2006 Thermosetting powder coatings (exterior use, first grade,
Test specular gloss <60° )
GB/T 1771-2007 Paints and

The appearance of the 4 test panels on steel plates delivered by the

Test Method

neutral salt spray

Varnishes—Determination of resistance

Lo

Rating Method | /

312h~600h, the creepage from the
Test unscribed areas
1. Imm~1. 9mm.
624h~700h, the creepage from the
2. Lmm~2. 4mm
24h ~ 700h, there is no
unscribed areas of the paint film.
Remarks:

phenomena on the

Qualified
scribe is

scribe is

change on the

| Date of Sigiandeds€io: April 14,2010

Approver \ W -
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Test Date March 10,2010~April 12,"201(1
Technical Item’s
Test Item 5 : Test Results = .
Requirements Concl
The followings are the test results of
the test panels during 700 hours neutral salt
500h:
th l spray test:
the creepage from . 5
p:.g 24h~168h, the creepage from the scribe is |
the scribe < & |
0. lmm~0. Smm.
2. Omm; . % ) " |
Neutral e 192h~288h, the creepage from the scribe is
no abnorme .
Sl 0. 6mm~~1. Omm.
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